RS-232 Cable

Green -- Ground
Black -- TX
Red --RX

RS-485 Cable

Y (Green) -- TX+
Z (Red) -- TX-

B (Black) -- RX-
A (Yellow) -- RX+

Telephone Lineé‘:

Notes:

]

Communications Module

COMM
MODULE

3 -— Power
%E Header

Comm. Module

1) RS-485 cables must be connected in series (or Daisy Chain) with no "T" juntion connections.

2) RS-485 cables must be a Belden 9842, Belden 3087A or Delco 43902 or an equivalent standard.
Cable runs must be less than 4000 ft.

3) Terminating resistors are required at both ends of the data link. Each pair will need a 120-ohm resistor.

4) Follow local codes for Installation Requirement, e.g. Conduit, Fused Disconnect, Distance and Wiring.
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A (Yellow) -~ RX+
B (Black) - RX-
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Y (Green) - TX+ ‘
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Y (Green) - TX+ A
Z (Red) - TX-

B (Black) -- RX- Jﬂt

A (Yellow) -- RX+

Figure 1. Data Link
Terminator (120-ohm
resistor) Connection.
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A (Yellow) ~ RX+
B (Black) - RX-
Z (Red) -~ TX-
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RS-485 Communication Cable
| Yw Yw
[ RO " [
B GN — GN ‘ — |
Wire Nuts é @@ Wire Nuts @ 5 Wire Nuts ﬁ [\JU
s |2 s |2
- | s |4
g < |8 < |8
© 7 (RD)-TX- @ 7 (RD)-TX- @ 7 (RD)-TX-
" Y (GN) - TX+ Y (GN) - TX+ (" Y (GN)-TX+
C C C
C
C C C
C C C
% E E
E E
C C
C C
C C
L QUAD S~ QUAD NS A~ AT QUAD
OGIC St EAF]|LOGIC St ] LOGIC
QUADLOGIC METERING QUADLOGIC METERING QUADLOGIC METERING
DEVICE DEVICE DEVICE
Telephone
Line

1) RS-485 cables must be connected in series (or Daisy Chain) with no "T" juntion connections.
2) RS-485 cables must be a Belden 9842, Belden 3087A or Delco 43902 or an equivalent standard.
Cable runs must be less than 4000 ft.
3) Terminating resistors are required at both ends of the data link. Each pair will need a 120-ohm resistor.
4) Follow local codes for Installation Requirement, e.g. Conduit, Fused Disconnect, Distance and Wiring.
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